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(57) ABSTRACT

A portable electrical device includes a tablet PC, a bottom
plate, a support arm and a pivot portion. The tablet PC
includes a breach and a first magnetic inducing member
arranged inside the breach. One end of the support arm is
pivoted to the bottom plate, and the other end of the support
arm is pivoted to the pivot portion, and the other end of the
pivot portion is with a second magnetic inducing member.
When the second magnetic inducing member is moved into
the breach to magnetize the first magnetic inducing member,
the tablet PC is securely coupled with the pivot portion so that
the tablet PC can be rotated; on the contrary, when the second
magnetic inducing member is removed from the breach, the
tablet PC can be totally independent to the support arm and
the bottom plate.

10 Claims, 11 Drawing Sheets
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1
PORTABLE ELECTRICAL DEVICE

RELATED APPLICATIONS

This application claims priority to Taiwan Application
Serial Number 101221064, filed Oct. 31, 2012, which is
herein incorporated by reference.

BACKGROUND

1. Technical Field

The disclosure relates to a portable electrical product.
More particularly, to the disclosure relates to a portable elec-
trical device having a tablet PC and a keyboard device which
are detachable.

2. Description of Related Art

A conventional tablet PC is tablet-shaped with features of
thin appearance and portability. After users place the tablet
PC flatly, the functions of touch input and handwriting input
can be performed on a touch screen of the tablet PC. In
addition, the tablet PC can be configured on a keyboard
device by plugging, so that the tablet PC can be erected on one
side of the keyboard device or the tablet PC can be removed
from the keyboard device.

Moreover, in order to make users adjust a use angle
between the touch screen and the keyboard device conve-
niently, the tablet PC is pivoted to the keyboard device by a
support arm, so that the tablet PC can be pivoted for being
closed or erected on the keyboard device, so that the users can
use the keyboard device.

However, although the above-mentioned design can make
the tablet PC be pivoted to the keyboard device, the advantage
of independent use of the tablet PC is lost, which will influ-
ence users’ using motivation and purchase desire.

Therefore, it is an urgent important subject to provide a
design of a portable electrical product, which can meet the
above-mentioned demands and make the manufacturer stand
out in the competition of the industry.

SUMMARY

The disclosure provides a portable electrical device so that
a tablet PC of the portable electrical device can be erected on
a bottom plate of the portable electrical device after the tablet
PC of the portable electrical device is pivoted to the bottom
plate in relative to the tablet PC.

The disclosure provides a portable electrical device for a
tablet PC of the portable electrical device to be separated from
a bottom plate of the portable electrical device physically and
totally.

According to an embodiment, the portable electrical device
provided by the disclosure includes a tablet PC, a bottom
plate, at least one support arm and at least one pivot portion.
The tablet PC includes a computer system, a breach and at
least one first magnetic inducing member arranged in the
breach. The bottom plate includes an input interface. At least
one support arm includes a first end and a second end opposite
to each other. The first end is pivoted to the bottom plate. The
pivot portion includes a third end and a fourth end opposite to
each other. The third end is pivoted to the second end of the
support arm and the fourth end is provided with a second
magnetic inducing member.

Therefore, when the second magnetic inducing member is
moved into the breach to magnetize the first magnetic induc-
ing member, the tablet PC is securely coupled with the pivot
portion so that the tablet PC can be rotated relative to the
support arm; on the contrary, when the second magnetic
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inducing member is removed from the breach, the tablet PC
can be totally independent to the support arm.

Inview ofthe above, by the design of the portable electrical
device of the disclosure, the portable electrical device can
provide the advantage of the tablet PC which is pivoted to the
bottom plate (such as a keyboard device) relatively and the
advantage of the independent use of the tablet PC respectively
s0 as to increase users’ using motivation and purchase desire.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to make the foregoing as well as other purposes,
features, advantages and embodiments of the disclosure more
apparent, the accompanying drawings are described as fol-
lows:

FIG. 1illustrates a schematic view ofthe portable electrical
device of the disclosure in an unfolding state according to an
embodiment;

FIG. 2 illustrates a schematic view ofthe portable electrical
device of the disclosure in a first closing state;

FIG. 3 illustrates a schematic view ofthe portable electrical
device of the disclosure in a second closing state;

FIG. 4A illustrates a decomposition schematic view of the
portable electrical device of the disclosure;

FIG. 4B illustrates an enlargement schematic view of the
pivot portion of the portable electrical device of the disclo-
sure;

FIG. 5A illustrates a partial enlargement schematic view of
an area M of FIG. 1;

FIG. 5B illustrates a partial enlargement schematic view of
the portable electrical device of the disclosure according to
another embodiment;

FIG. 6 illustrates an enlargement schematic view of the first
connector module of the portable electrical device of the
disclosure;

FIG. 7 illustrates an enlargement schematic view of the
second connector module of the portable electrical device of
the disclosure; and

FIGS. 8A and 8B illustrate operational schematic views of
the portable electrical device of the disclosure.

DETAILED DESCRIPTION

The spirit of the disclosure is described clearly below with
reference to the drawings and detailed description. After
those of skills in the art learn the preferred embodiments of
the disclosure, variations and modifications can be made by
the techniques taught in the disclosure without departing
from the spirit and scope of the disclosure.

Reference is made to FIGS. 1 and 2. FIG. 1 illustrates a
schematic view of a portable electrical device 100 of the
disclosure in an unfolding state according to an embodiment.
FIG. 2 illustrates a schematic view of the portable electrical
device 100 of the disclosure in a closing state.

In an embodiment of the disclosure, such a portable elec-
trical device 100 at least includes a tablet PC 200, a bottom
plate 300, two support arms 400 and two pivot portions 500.

The tablet PC 200, for example, can be a rectangular plate
with a uniform thickness or a wedge-shaped plate with a
thickness from thickest to thinnest. The tablet PC 200 has a
front surface 201 and a back surface 202 opposite to each
other and four side surfaces surrounding the front surface 201
and the back surface 202 of the tablet PC 200. An area of the
front surface 201 or the back surface 202 of the tablet PC 200
is greater than that of a side surface and the front surface 201
of the tablet PC 200 has a touch screen 220. In the embodi-
ment, these side surfaces of the tablet PC 200 can include a
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first long side surface 203 and a second long side surface 204
opposite to each other and a first short side surface 205 and a
second short side surface 206 opposite to each other. The first
short side surface 205 and the second short side surface 206
both are adjacent between the first long side surface 203 and
the second long side surface 204.

The tablet PC 200 has a shell body which includes, for
example, a main board, a CPU, a memory unit, a touch input
display panel (i.e., the above-mentioned touch screen 220), a
hard disk, a battery unit and an electronic component which
can make a computer perform work. However, the disclosure
is not limited to this.

The bottom plate 300, for example, can be a rectangular or
wedge-shaped plate shell. The bottom plate 300 has a front
surface 301 and a back surface 302 opposite to each other and
four side surfaces surrounding the front surface 301 and the
back surface 302 of the bottom plate 300. An area of the front
surface 301 or the back surface 302 is greater than that of a
side surface and the front surface 301 of the bottom plate 300
is used to carry the tablet PC 200, at least including an input
interface 350 (such as the keyboard module, the touch screen
220, a touch plate or a dragging plate). When the input inter-
face 350 is a keyboard module, compared to the input inter-
face 350 as the touch screen 220, the touch plate or the
dragging plate, users can sense a feedback of press keys
through the input of the keyboard module so that the input
convenience is improved. In the embodiment, these side sur-
faces of the bottom plate 300 can be a front side surface 303
and a back side surface 304 opposite to each other and a left
side surface 305 and a right side surface 306 opposite to each
other. The front side surface 303 and the back side surface 304
both are adjacent between the left side surface 305 and the
right side surface 306. The input interface 350 (the keyboard
module as shown) is configured in a position on the front
surface 301 of the bottom plate 300 adjacent to the front side
surface 303.

Each support arm 400, such as a connecting rod, has a first
end 410 and a second end 420 opposite to each other. The first
end 410 of each support arm 400 is pivoted to one end of the
left side surface 305 or the right side surface 306 of the bottom
plate 300 adjacent to the back side surface 304. The second
end 420 of each support arm 400 is pivoted to the first short
side surface 205 or the second short side surface 206 of the
tablet PC 200. For example, the second end 420 of each
support arm 400 is pivoted to a middle point of the first short
side surface 205 or the second short side surface 206 of the
tablet PC 200.

Reference is now made to FIGS. 1 to 3. FIG. 3 illustrates a
schematic view of the portable electrical device 100 of the
disclosure in a second closing state.

In such a way, by the rotation of each support arm 400, the
tablet PC 200 can be erected on the front surface 301 of the
bottom plate 300 by the first long side surface 203 for users to
use the touch screen 220 and the input interface 350 (the
keyboard module as shown) at the same time. At this time, the
state of the portable electrical device 100 can be referred to as
an unfolding state (FIG. 1). Alternatively, by the rotation of
each support arm 400, the tablet PC 200 can be covered on the
front surface 301 of the bottom plate 300 by the front surface
301 for carrying or receiving and protecting the touch screen
220 of the tablet PC 200 from breaking. At this time, the state
of the portable electrical device 100 is referred to as a first
closing state (FIG. 2). Additionally, by the rotation of each
support arm 400, the tablet PC 200 can be covered on the front
surface 301 of the bottom plate 300 by the back surface 202
for using the touch screen 220 of the tablet PC 200. At this
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time, the state of the portable electrical device 100 is referred
to as a second closing state (FIG. 3).

Reference is now made to FIGS. 2 to 4B. FIG. 4A illus-
trates a decomposition schematic view of the portable elec-
trical device 100 of the disclosure. FIG. 4B illustrates an
enlargement schematic view of the pivot portion 500 of the
portable electrical device 100 of the disclosure.

The tablet PC 200 further includes two breaches 230 oppo-
site to each other and two first magnetic inducing members
240. Each breach 230 is configured on both two adjacent
external surfaces (FIG. 2) of the tablet PC 200, i.e., the back
surface 202 and the first short side surface 205 (or the second
short side surface 206) of the tablet PC 200. Each first mag-
netic inducing member 240 is configured adjacent to a breach
230 in the tablet PC 200.

Each pivot portion 500 includes an axis body 510 and a
second magnetic inducing member 520 in a shape of solid
block. One end of the axis body 510 is inserted in the second
end 420 of the support arm 400 and the other end of the axis
body 510 is connected to the second magnetic inducing mem-
ber 520. Therefore, each pivot portion 500 can be rotated
relative to the support arm 400.

When the second magnetic inducing member 520 is moved
into the tablet PC 200 through the breach 230 of the back
surface 202 of the tablet PC 200 and the axis body 510 is
placed into the breach 230 of the first short side surface 205
(or the second short side surface 206) of the tablet PC 200, at
least one surface 520a of the second magnetic inducing mem-
ber 520 can magnetize the first magnetic inducing member
240 mutually, so that the tablet PC 200 is securely coupled
with the pivot portion 500 for the tablet PC 200 to be rotated
relative to the support arm 400 and the above-mentioned
unfolding state, first closing state or second closing state are
performed.

As shown in FIG. 3, when the tablet PC 200 is separated
from the bottom plate 300, at first, the portable electrical
device 100 is placed into the second closing state. That is, the
tablet PC200 is covered on the front surface 301 of the bottom
plate 300 to expose the touch screen 220. Then, the support
arm 400 is pushed down in a direction D towards the back
surface 302 from the front surface 301 of the bottom plate
300, so that the second magnetic inducing member 520 of the
pivot portion 500 is separated from the first magnetic induc-
ing member 240 and is removed from the breach 230 of the
tablet PC 200 towards the direction D of the bottom plate 300.
In such a way, the tablet PC 200 is not securely coupled with
the pivot portion 500 for the tablet PC 200 to be separated
from the bottom plate 300 totally and the advantage of inde-
pendent use of the tablet PC 200 is recovered so as to increase
users’ using motivation and purchase desire.

On the contrary, as shown in FIG. 2, when the tablet PC 200
is combined with the bottom plate 300, at first, the portable
electrical device 100 is placed into the first closing state. That
is, the tablet PC 200 is covered on the front surface 301 ofthe
bottom plate 300 by the front surface 201. Then, the support
arm 400 is rotated towards a rotation direction R to the back
surface 202 of the tablet PC 200, so that after the second
magnetic inducing member 520 of the pivot portion 500 is
moved into the breach 230 of the tablet PC 200 the second
magnetic inducing member 520 magnetizes the first magnetic
inducing member 240 mutually so that the tablet PC 200 is
securely coupled with the pivot portion 500.

In an alternative of the embodiment, two mutual orthogo-
nal first magnetic inducing members 240 can be configured
adjacent to each breach 230 in the tablet PC 200 (as shown in
FIG. 4B). The two mutual orthogonal first magnetic inducing
members 240 can magnetize two adjacent surfaces 520a and
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5206 of the second magnetic inducing member 520 respec-
tively so that the pivot portion 520 can be configured in each
breach 230 more securely.

Referring to FIGS. 1 and 5A again, FIG. 5A illustrates a
partial enlargement schematic view of an area M of FIG. 1.

The bottom plate 300 further includes two third magnetic
inducing members 310. The two third magnetic inducing
members 310 are strip-shaped and are configured on the front
surface 301 of the bottom plate 300 respectively adjacent to
the left side surface 305 and the right side surface 306 of the
bottom plate 300, i.e., on two opposite sides of the input
interface 350. In addition, the two third magnetic inducing
members 310 extend from the front side surface 303 to the
back side surface 304 respectively and are parallel to a long
axis direction A1 of the left side surface 305 or the right side
surface 306.

The tablet PC 200 further includes one or two fourth mag-
netic inducing members 210. The fourth magnetic inducing
members 210 are configured in all positions or two opposite
positions of the first long side surface 203 of the tablet PC
200. Each fourth magnetic inducing member 210 magnetizes
the third magnetic inducing members 310 mutually.

In such a way, when the portable electrical device 100 is in
the unfolding state so that the tablet PC 200 is erected on the
front surface 301 of the bottom plate 300 by the first long side
surface 203, by the mutual magnetization between the fourth
magnetic inducing members 210 and the third magnetic
inducing members 310, the tablet PC 200 can be remained on
a path of the third magnetic inducing members 310 at random
and a tilting angle ofthe tablet PC 200 on the bottom plate 300
can be chosen at random to provide users more selections of
viewing angle.

In addition, in order to prevent the input interface 350 from
being worn by the first long side surface 203 of the tablet PC
200 from time to time, a top surface of the fourth magnetic
inducing member 210 is designed to be higher than a top
surface of the input interface 350. For example, the input
interface 350 is concave or the fourth magnetic inducing
members 210 are convex so that when the first long side
surface 203 of the tablet PC 200 slides on the front surface 301
of the bottom plate 300, only the fourth magnetic inducing
members 210 are contacted, without contacting the input
interface 350.

FIGS. 1 and 5A are referred to again. In another alternative
of the embodiment, the bottom plate 300 further includes an
accommodation groove 320. The accommodation groove 320
is configured on the front surface 301 of the bottom plate 300
laterally between the input interface 350 (such as the key-
board module) and the back side surface 304 of the bottom
plate 300, parallel to a long axis direction A2 of the front side
surface 303 or the back side surface 304 of the bottom plate
300. In other words, the input interface 350 is configured
between the front side surface 303 ofthe bottom plate 300 and
the accommodation groove 320.

Moreover, in other variations, the bottom plate 300 also can
include multiple accommodation grooves 320 (not shown).
These accommodation grooves 320 are configured in parallel
between the input interface 350 (such as the keyboard mod-
ule) and the back side surface 304 of the bottom plate 300 and
is parallel to the long axis direction A2 of the back side surface
304 of the bottom plate 300. Designers can adjust the con-
figuration of these accommodation grooves 320 properly
according to the elevation angle of the touch screen 220
needed by users.
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Reference is now made to FIGS. 4B and 5B. FIG. 5B
illustrates a partial enlargement schematic view of the por-
table electrical device 100 of the disclosure according to
another embodiment.

In another embodiment, the bottom plate 300 includes
multiple fiftth magnetic inducing members 330. These fifth
magnetic inducing members 330 is configured on the front
surface 301 of the bottom plate 300 at intervals in a direction
from the front side surface 303 towards the back side surface
304. Preferably, these fifth magnetic inducing members 330
is configured in parallel between the input interface 350 (such
as the keyboard module) and the back side surface 304 of the
bottom plate 300, parallel to the long axis direction A2 of the
back side surface 304 of the bottom plate 300.

In such a way, when the portable electrical device 100 is in
the unfolding state so that the tablet PC 200 is erected on the
front surface 301 of the bottom plate 300 by the first long side
surface 203, by the mutual magnetization between the fourth
magnetic inducing members 210 and any fifth magnetic
inducing member 330, multiple different included angles
exist between the tablet PC 200 and the bottom plate 300.
Designers can adjust the configuration of these fifth magnetic
inducing members 330 properly according to the elevation
angle of the touch screen 220 needed by users.

Referring to FIGS. 1 and 6 again, FIG. 6 illustrates an
enlargement schematic view of a first connector module 600
of the portable electrical device 100 of the disclosure.

The tablet PC 200 further includes a first connector module
600. The first connector module 600 includes a contact sur-
face 610, at least one sixth magnetic inducing member 620
and multiple first electrical contacts 630 (such as probe con-
nectors, Pogo Pin or USB connectors). The contact surface
610 is exposed above the first long side surface 203 of the
tablet PC 200 or is exposed above the first long side surface
203 of the tablet PC 200 and is adjacent to the back surface
202 of the tablet PC 200. The first electrical contacts 630,
such as metal pads, are linearly configured at intervals on the
contact surface 610. The first electrical contacts 630 are elec-
trically connected to circuit elements in the tablet PC 200
respectively, such as the above-mentioned main board. Two
sixth magnetic inducing members 620 are configured on the
contact surface 610 and are on two opposite external sides of
these first electrical contacts 630.

Similarly, referring to FIGS. 1 and 7 again, FIG. 7 illus-
trates an enlargement schematic view of a second connector
module 700 of the portable electrical device 100 of the dis-
closure.

The bottom plate 300 further includes a second connector
module 700. The second connector module 700 is configured
in an opening 340 on the front surface 301 of the bottom plate
300. The second connector module 700 includes a movable
portion 710, at least one seventh magnetic inducing member
720 and multiple second electrical contacts 730. The movable
portion 710 is configured in the opening 340 and faces the
opening 340, including two opposite sides 711 and 712. A
side 711 of the movable portion 710 is configured in the
opening 340 and is pivoted to an immobile part (such as a
fixing frame 360) in the bottom plate 300, so that when the
movable portion 710 rotated relative to the immobile part
360, the other side 712 of the mobile part 710 can be close to
the opening 340 (FIG. 8B) and can be exposed outside the
opening 340. The second electrical contacts 730 (such as
probe connectors, Pogo Pin or USB connectors), such as
metal pads or elastic thimbles, are linearly configured at
intervals on a surface of the movable portion 710 facing the
opening 340. The second electrical contacts 730 are electri-
cally connected to circuit elements in the bottom plate 300
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respectively, such as the above-mentioned input interface 350
(such as the keyboard module). Two seventh magnetic induc-
ing members 720 are configured on a surface of the movable
portion 710 facing the opening 340 and are configured on two
opposite external sides of these second electrical contacts
730.

In such a way, referring to FIGS. 6 to 8B, FIGS. 8A and 8B
illustrates operational schematic views of the portable elec-
trical device 100 of the disclosure.

As shown in FIGS. 6 to 8A, when the portable electrical
device 100 is in the unfolding state and the first long side
surface 203 of the tablet PC 200 does not reach contacting the
opening 340, the movable portion 710 of the second connec-
tor module 700 shows a force-free state at this time and is
configured in the opening 340 entirely. On the contrary, as
shown in FIGS. 6, 7 and 8B, when the portable electrical
device 100 is in the unfolding state and the tablet PC 200
reaches contacting the opening 340 by the first long side
surface 203, since the contact surface 610 and the opening
340 are configured correspondingly, by the mutual magneti-
zation between the sixth magnetic inducing members 620 and
the seventh magnetic inducing members 720, the other side
712 of the movable portion 710 is moved with the seventh
magnetic inducing members 720 to approach to or expose the
opening 340, so that the second electrical contacts 730 are
physically and electrically connected to the first electrical
contacts 630, thereby realizing the electrical connection
between the tablet PC 200 and circuit elements in the bottom
plate 300, such as the above-mentioned input interface 350
(such as the keyboard module).

Moreover, the second connector module 700 further
includes an elastic element 740. The elastic element 740 is
connected to the movable portion 710 and the immobile part
360 (such as the fixing frame) in the bottom plate 300. A
resume elasticity of the elastic element 740 for the movable
portion 710 is smaller than the magnetization force between
the sixth magnetic inducing members 620 and seventh mag-
netic inducing members 720.

In such a way, when the portable electrical device 100 is in
the unfolding state and the first long side surface 203 of the
tablet PC 200 is removed from the opening 340, since the
sixth magnetic inducing members 620 do not magnetize the
seventh magnetic inducing members 720 any more, the elas-
tic element 740 brings the movable portion 710 into the
opening 340 so that the second electrical contacts 730 are
removed from the first electrical contacts 630, thereby stop-
ping the electrical connection between the tablet PC 200 and
circuit elements in the bottom plate 300, such as the above-
mentioned input interface 350 (such as the keyboard module).

However, the disclosure is not limited to this. A signal cable
of'the bottom plate 300 also can be connected to the tablet PC
200 through a support arm 400 (not shown). Alternatively, the
tablet PC 200 and the input interface 350 (such as the key-
board module) of the bottom plate 300 can be electrically
connected by a wireless manner (such as a bluetooth proto-
col).

It should be defined that, one of the above-mentioned first
magnetic inducing member 240 and the second magnetic
inducing member 520, one of the third magnetic inducing
member 310 and the fourth magnetic inducing member 210,
one of the third magnetic inducing member 310 and the fifth
magnetic inducing member 330 and one of the sixth magnetic
inducing member 620 and the seventh magnetic inducing
member 720 are needed to be magnet members. The other one
of'the above-mentioned first magnetic inducing member 240
and the second magnetic inducing member 520, the other one
of the third magnetic inducing member 310 and the fourth
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magnetic inducing member 210, the other one of the third
magnetic inducing member 310 and the fifth magnetic induc-
ing member 330 and the other one of the sixth magnetic
inducing member 620 and the seventh magnetic inducing
member 720 are needed to be magnet members or metal
members which can be magnetized. Magnet members, for
example, are permanent magnets (such as loadstones) and
non-permanent magnets (such as electromagnets). The metal
members are, for example, steel, iron, cobalt, nickel, copper,
zinc and so on; or the alloys of the above-mentioned metals;
or the plated metals described above and so on.

Inview ofthe above, by the design of the portable electrical
device 100 of the disclosure, the portable electrical device
100 can provide the advantage of the tablet PC 200 which is
pivoted to the bottom plate 300 (such as the keyboard module)
relatively and the advantage of the independent use of the
tablet PC 200 respectively so as to increase users’ using
motivation and purchase desire.

Although the present invention has been described with
reference to the preferred embodiments thereof, it is apparent
to those skilled in the art that a variety of modifications and
changes may be made without departing from the scope ofthe
present invention which is intended to be defined by the
appended claims.

The reader’s attention is directed to all papers and docu-
ments which are filed concurrently with this specification and
which are open to public inspection with this specification,
and the contents of all such papers and documents are incor-
porated herein by reference.

All the features disclosed in this specification (including
any accompanying claims, abstract, and drawings) may be
replaced by alternative features serving the same, equivalent
or similar purpose, unless expressly stated otherwise. Thus,
unless expressly stated otherwise, each feature disclosed is
one example only of a generic series of equivalent or similar
features.

What is claimed is:

1. A portable electrical device, comprising:

a tablet PC comprising:

a breach;

at least one first magnetic inducing member arranged
inside the breach; and

a first connector module configured on a side surface of
the tablet PC, the first connector module comprising
at least one sixth magnetic inducing member and at
least one first electrical contact, the first electrical
contact being electrically connected to the tablet PC;

a bottom plate comprising:

an input interface configured on a surface of the bottom
plate;
an opening configured on the surface of the bottom plate;
and
a second connector module configured in the opening,
the second connector module comprising:
amovable portion comprising two opposite sides, one
of the two opposite sides of the movable portion
being pivoted to the bottom plate;
at least one seventh magnetic inducing member con-
figured on a surface of the movable portion; and
at least one second electrical contact configured on
the surface of the movable portion and electrically
connected to the input interface;
at least one support arm comprising a first end and a second
end opposite to each other, wherein the first end is pivoted to
the bottom plate; and

at least one pivot portion comprising a third end and a

fourth end opposite to each other, wherein the third end
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is pivoted to the second end of the support arm, and the
fourth end is provided with a second magnetic inducing
member,

wherein when the second magnetic inducing member is

moved into the breach to magnetize the first magnetic
inducing member, the tablet PC is securely coupled with
the pivot portion so that the tablet PC can be rotated
relative to the support arm,

wherein, when the tablet PC is rotated relative to the sup-

port arm and thus the side surface of the tablet PC
reaches contacting the opening, by a mutual magnetiza-
tion between the sixth magnetic inducing member and
the seventh magnetic inducing member, the other of the
two opposite sides of the movable portion is moved with
the seventh magnetic inducing member and removed
from the opening, such that the second electrical con-
tacts are electrically connected to the first electrical con-
tacts, and

wherein when the second magnetic inducing member is

removed from the breach, the tablet PC can be totally
independent to the support arm.

2. The portable electrical device of claim 1, wherein the
second magnetic inducing member comprises two adjacent
surfaces respectively magnetizing two of the at least one first
magnetic inducing members.

3. The portable electrical device of claim 1, wherein the
tablet PC comprises two adjacent external surfaces, and the
breach is configured on both of the two external surfaces.

4. The portable electrical device of claim 1, wherein the
bottom plate further comprises:

at least one third magnetic inducing member configured on

a surface of the bottom plate provided with the input
interface, extending from a front side surface to a back
side surface opposite to the front side surface; and

the tablet PC further comprises:

at least one fourth magnetic inducing member configured

on a side surface of the tablet PC,

wherein, when the tablet PC is rotated relative to the sup-

port arm and thus the side surface of the tablet PC con-
tacts the surface of the bottom plate provided with the
input interface, by a mutual magnetization between the
fourth magnetic inducing member and the third mag-
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netic inducing member, the tablet PC is erected on the
surface of the bottom plate provided with the input inter-
face.

5. The portable electrical device of claim 4, wherein the

5 bottom plate further comprises:
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a plurality of fifth magnetic inducing members configured
on the surface of the bottom plate provided with the
input interface at intervals in a direction from the front
side surface towards the back side surface,

wherein by the mutual magnetization between the fourth
magnetic inducing member and each of the fifth mag-
netic inducing members, a plurality of different included
angles exist between the tablet PC and the bottom plate.

6. The portable electrical device of claim 5, wherein one of

the third to fifth magnetic inducing members is one of a
magnet member and a metal member capable of being mag-
netized.

7. The portable electrical device of claim 1, wherein the

second connector module further comprises:

an elastic element connecting the movable portion and the
bottom plate,

wherein when the tablet PC is rotated relative to the support
arm and thus the side surface of the tablet PC is apart
away from the opening, the elastic element brings the
other of the two opposite sides of the movable portion
back into the opening.

8. The portable electrical device of claim 1, wherein the

bottom plate further comprises:

an accommodation groove configured on a surface of the
bottom plate provided with the input interface, for
accommodating the side surface of the tablet PC,
wherein the opening is configured in the accommoda-
tion groove.

9. The portable electrical device of claim 1, wherein one of

the first magnetic inducing member and the second magnetic
inducing member is one of a magnet member and a metal
member capable of being magnetized.

10. The portable electrical device of claim 1, wherein one

of the sixth to seventh magnetic inducing members is one of
a magnet member and a metal member capable of being
magnetized.



